
 TecSys GmbH                                             Tel +49 89 321 990-14                                                           www.tecsys.de 
                                      
RMBC401-0501_DB_EN_20190611_RH 

 

 

 

 Intel Core2 Duo processor 

 Intel 82945G Chipset 

 Efficient fan cooling 

 Up to 4Gbyte DRAM 
 

 
 

 
Errors and omissions excepted 

Specifications 

Standard Color Black 

Construction Aluminium extrusion and heavy-duty steel 

CPU Intel processor Core2Duo / Pentium D / Pentium 4 / Celeron 

System Memory 4 x dual channel DDR2 667,533 DIMM (240 pin) 

Chipset / BIOS Intel 82945G or 82801GB (ICH7) (Option ICH7R)  /   Award 1MB Flash ROM  BIOS 

System I/O Outlet 1 x VGA, 1 x LPT 

1 x COM (RS232) 

2 x RJ45 Gigabit LAN 

4 x USB  

KB+Maus, Audio: Mic. In, Line-in, Line-out 

Storage 6 x 3.5" SATA HDD drive bays 

Watchdog Timer Reset: 1 sec. ~ 255 min. and 1 sec. or 1 in./step 

Expansion Interface 1 x PCI Slot 

    

Power ATX 

Operating Temperature     0°C   ~  +60°C  

Storage Temperature -40°C   ~  +75°C 

Humidity 0%   ~   90% 

Dimensions 19“ x 4U x  48cm 

Weight TBD 

   RMBC401-0501                      IPC 19” Rack 4U  
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